
County Itawamba

Project No. LSBP-29(36)

Road Name. BANKHEAD RD (DISTRICT 4)

BIDS RECEIVED:

Project Desription:

MOBILIZATION  1.000 LS

CLEARING AND GRUBBING  1.000 LS

REMOVAL OF EXISTING BRIDGE AT STA. 81+31.86 1.000 UN

UNCLASSIFIED EXCAVATION (FM)  289.000 CY

BORROW EXCAVATION (F.M.E.) (CONTRACTOR FURNISHED) (CLASS 9 ) 2261.000 CY

SURPLUS EXCAVATION (FM)  81.000 CY

GEOTEXTILE FABRIC STABILIZATION (TYPE V ) (AOS <0.43 ) 1673.000 SY

CRUSHED STONE  SIZE 3/4" & DOWN, (FM) 352.000 CY

32.000 LF

8.000 EA

1.000 LS

0.000 SF

4.000 EA

EROSION CONTROL ITEMS:

2.000 TON

1.000 TON

1.000 TON

0.500 AC

2.000 TON

100.000 SY

1050.000 LF

100.000 LF

75.000 TON

50.000 SY

BRIDGE - STA.80+97 - 1@31', 1@60', 1@31', PRESTRESSED CONCRETE SPANS, 30 DEG. LT FWD SKEW

2.000 EA

0.000 EA

1530.000 LF

965.000 LF

179.820 CY

307.500 LF

298.750 LF

28583.000 LB

242.840 LF

31' PRESTRESSED CONCRETE BEAM, TYPE I +2

60' PRESTRESSED CONCRETE BEAM , TYPE III

REINFORCEMENT  

CONCRETE RAILING  

TEST PILE  

CONVENTIONAL STATIC PILE LOAD TEST  

14" STEEL PILING

18" PRE-FORMED PILE HOLES  

BRIDGE CONCRETE, CLASS "A"

SOLID SODDING  

TEMPORARY SILT FENCE (TYPE I OR II ) (AOS 0.15-0.84 ) 

WATTLES, 20"

LOOSE RIPRAP, 200 LB.  

GEOTEXTILE UNDER RIPRAP, (TYPE V)(AOS <0.43) 

AGRICULTURAL LIMESTONE  

COMMERCIAL FERTILIZER (13-13-13 )  

AMMONIUM NITRATE  

SEEDING  

VEGETATIVE MATERIALS FOR MULCH  

18" REINFORCED CONCRETE PIPE, CLASS III 

RIGHT-OF-WAY MARKERS (TYPE I )  

MAINTENANCE OF TRAFFIC  

ADDITIONAL CONSTRUCTION SIGNS  

REFLECTORIZED TRAFFIC OBJECT MARKER (ENCAPSULATED LENS) (TYPE 3 ) 

0.114 miles of BRIDGE & APPROACHES  

OFFICE OF STATE AID ROAD CONSTRUCTION (OSARC)

AND

COUNTY BOARD OF SUPERVISORS

ENTER LOCATION HERE
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400.000 TON

700.000 SYGEOTEXTILE  UNDER RIPRAP, TYPE V, AOS <0.43 

LOOSE RIPRAP, 300 LB.  
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